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Planning Commission 
Study Session 

 

TO: PLANNING COMMISSION / DESIGN REVIEW BOARD 

 

FROM: JOSH ROGERS, PLANNER II 

 (480) 503-6589, JOSH.ROGERS@GILBERTAZ.GOV 

 

THROUGH: CATHERINE LORBEER, AICP, PRINCIPAL PLANNER 

 (480) 503-6016, CATHERINE.LORBEER@GILBERTAZ.GOV 

 

MEETING DATE: NOVEMBER 6, 2019 

 

SUBJECT: DR19-141, MCDONALDS – MORRISON RANCH 

 

STRATEGIC INITIATIVE:  Prosperous Community 

To allow for development on a vacant pad within an approved commercial center. 

REQUEST 

 

DR19-141, McDonalds-Morrison Ranch site plan, landscape, grading and drainage, elevations, 

floor plans, lighting, colors and materials for approximately 1.05 acres, generally located at the 

northeast corner of Higley Road and Morrison Ranch Parkway and zoned Shopping Center (SC) 

with a Planned Area Development (PAD) overlay. 

 

RECOMMENDED MOTION 

 

Request for input only.  No motion required.   
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APPLICANT OWNER 

Company: Withey Morris PLC Company: Pathfinder 501 LLC  

Name: G. Adam Baugh   

Address: 2525 E. Arizona Biltmore Circle Address: 21 E. 6th St., Suite 706 

 Phoenix, AZ 85016  Tempe, AZ 85281 

Phone: 602-230-0600 Phone: 480-305-1950 

Email: adam@witheymorris.com Email: patrick@rrs-co.com 

 

 

BACKGROUND/DISCUSSION 

History 

 

Date Description 

November 3, 1998 Town Council approved Morrison Ranch PAD (Ord. No. 1129). 

November 16, 1999 Town Council approved an amendment to the Morrison Ranch 

PAD (Ord. No. 1232). 

August 15, 2002 Design Review Boards approved DR02-27, master site plan for the 

Lakeview Village  

 

Overview 

 

Preliminary evaluation of the site plan, grading and drainage, architecture, landscaping, elevations, 

and lighting for a 5,332 sq.ft. fast food outlet with a drive through facility on Parcel 5 (1.05 acres) 

within the existing 22-acre Lakeview Village master planned shopping center. 

 

Surrounding Land Use & Zoning Designations: 

 Existing Land Use 

Classification 

Existing Zoning Existing Use 

North Shopping Center Shopping Center (SC) 

PAD 

Lakeview Village - 

Bashas and other various 

commercial and retail 

services. 

South Shopping Center Shopping Center (SC) 

PAD 

Lakeview Village Parcel 

6 & 7 undeveloped 

building pads. 

East  Shopping Center Shopping Center (SC) 

PAD 

Lakeview Village - 

Various commercial and 

retail services 

West Residential 2-3.5 

DU/Acre 

Single Family-10 (SF-10) 

PAD 

Higley Road right-of-way 

and then Higley Estates 

Residential Community 

Site Shopping Center Shopping Center (SC) 

PAD 

Undeveloped building 

pad 
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Project Data Table 

Site Development Regulations 

 

Required per LDC Proposed 

Maximum Building Height 

(ft.)/(Stories) 

35’ 22’-4” 

Minimum Building Setback (ft.)   

 Front  25’ 90’ 

 Side (Non-residential) - 0’ Internal* 

 Rear (Non-residential) - 0’ Internal* 

Minimum Required Perimeter 

Landscape Area (ft.) 

  

 Front  - 0’ Internal* 

Off-Street Parking and Loading 22 spaces 50 spaces 

* may be reduced internal to site in conformance with LDC Section 2.304.E. 

 

DISCUSSION   

 

Site 

 

The proposed structure will be located adjacent to the Higley Road frontage on pad “D” within the 

existing Lakeview Village commercial center.  Currently the subject site is occupied by an 

undeveloped pad and associated parking.  Minor adjustments have been made to accommodate the 

preferences of the prospective tenant, but the layout of the current proposal is almost the same as 

was originally conceived for this pad in the approved development plan under DR02-27.   

 

With the proposed site design, the fast-food outlet will utilize existing drive entrances to the 

property along the north, south, and east. These entrances will allow for full turning movements 

into the site.  Direct access to the site will be derived from an existing driveway entrance off Higley 

Road. 

 

Landscape 

 

The Higley Road right-of-way landscaping area is already in place and will remain unchanged by 

this proposal.  Additionally, primary internal drive aisles and most landscape planters have existing 

planting installed, with this pad development primarily filling in along the proposed drive-through 

with Evergreen Elm trees and Petite Pink Oleander screen hedging.  The applicant will be adding 

additional landscape islands in the parking area added adjacent to the internal drive aisle to the 

north.   All internal landscaping will be developed consistent with the Lakeview Village’s 

approved plant palettes and will consist of drought tolerant low water use plantings.   

 

Grading and Drainage 

  

The proposed grading and drainage plan will utilize the existing retention system of the 

commercial development and generally meets the requirements of the Town of Gilbert’s 

Engineering Division. 
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Elevations, Floor Plan, Colors and Materials 

 

Overall, the proposed elevations are consistent with the theme established in the existing shopping 

center.  However, staff has presented comments to the applicant in the 1st Review regarding the 

proposed roofline.  Throughout the existing development, hipped rooflines are a predominant 

roofline feature whereas the proposed elevation mainly features a flat roofline and raised parapets 

with hipped rooflines used on secondary features, such as the entry overhangs and drive through 

canopies. 

 

Staff would like to note that the presented elevations have been reviewed and approved by the 

Morrison Ranch architectural review committee. 

 

 

Lighting 

Most of the site and parking lot lighting is existing with additions by the applicant made around 

the proposed drive through aisle and on the exterior or the building elevations.  Fixture design on 

the building consists primarily of LED sconce lighting fixtures and is consisted with the design 

used throughout the shopping center. All site lighting will be required to comply with Town codes. 

 

Signage 

The proposed development is subject to the Lakeview Village Comprehensive Sign Program 

(DR04-28) and is not a part of this review. 

 

PUBLIC NOTIFICATION AND INPUT 

 

The proposed project will not require public notice as specified under Land Development Code 

(LDC) Section 5.602.A.3. If after Study Session, the project has addressed all review comments 

and those brought forth by the Planning Commission, the project may qualify for an administrative 

approval.   

Per LDC Section 5.602.B.m., projects that do not require public notice yet require approval by the 

Planning Commission/ Design Review Board may be approved administratively after the project is 

discussed by the Planning Commission/ Design Review Board at a Study Session and final exhibits 

meet review comments for code requirements. 

 

Respectfully submitted, 

 

Josh Rogers  

Planner II 

 

Attachments and Enclosures:  

 

1) Aerial Photo  

2) Lakeview Village Approved Master Site Plan 

3) Site Plan 

4) Landscape 

5) Grading and Drainage 
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6) Colors and Materials 

7) Elevations 

8) Floor Plans 

9) Lighting 

 



SITE

Lakeview Village
Commercial Center

DR19-141 McDonald's - Morrison Ranch
Attachment 1:  Aerial Photo
November 6, 2019



DR19-141 McDonald's - Morrison Ranch
Attachment 2: Lakeview Village Approved Master Site Plan
November 6, 2019
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KIMLEY-HORN AND ASSOCIATES, INC.
1001 W SOUTHERN AVE. SUITE 131
MESA, ARIZONA 85210
TEL: (602) 944-7423
CONTACT: STERLING MARGETTS, PE
EMAIL: STERLING.MARGETTS@KIMLEY-HORN.COM

McDONALD'S USA, LLC
4643 SOUTH ULSTER ST., SUITE 1300
DENVER, CO 80237
TEL: (480) 417-6764
CONTACT: SCOTT AUDSLEY
EMAIL: SCOTT.AUDSLEY@US.MCD.COM

DEVELOPER

NORTH R

Know what's below.
      Call before you dig.

KIMLEY-HORN AND ASSOCIATES, INC.
7740 N 16TH ST., SUITE 300
PHOENIX, AZ 85020
TEL: (602) 906-1103
CONTACT: ANDREW VALESTIN, PLA
EMAIL: ANDREW.VALESTIN@KIMLEY-HORN.COM

LANDSCAPE ARCHITECT

QTYBOTANICAL NAME / COMMON NAME SIZE
TREES

SHRUBS & GROUNDCOVERS
QTYBOTANICAL NAME / COMMON NAME SIZE

MATERIALS

Decomposed Granite (Submit Sample to Owner for Approval)
   Color and Size to Match Existing, 2" Depth Min.

QTYDESCRIPTION

Eremophila maculata 'Outback Sunrise'
   Outback Sunrise Emu

Carissa macrocarpa
   Natal Plum

1 Gal.

5 Gal.

4,020 SF

Existing Tree to Remain
   Protect in Place

Size Varies -

13

90

ADDRESS: 145 S. HIGLEY ROAD
GILBERT, AZ

PROPOSED MCDONALDS LOT AREA: 1.05± AC (45,755 SF)

EXISTING LANDSCAPE AREA: 7,280 SF
PROPOSED LANDSCAPE AREA: 4,020 SF
TOTAL LANDSCAPE AREA: 11,300 SF

SITE DATA

LANDSCAPE AREA

TOWN OF GILBERT LANDSCAPE REQUIREMENTS
REQUIRED

Parking Lot Landscape Screening
Wall or 3'-4' Evergreen
   Vegetative Screen
Not Located within R.O.W
3'-6' Offset from Parking Area
Max. 24' ht. Vegetation in SVT

Parking Lot Landscape
1 Tree / 8 Spaces (4 Trees)
Min. Trunk ht. 6', 2" Caliper
Min. 10% Landscape (45,755 SF)
Max. 8 Spaces without Planter

Landscape Regulations
All  Trees Min. 6' ht.
Palm Trees Min. 5' ht.
All Trees Min. 3/4" Caliper
Trees Shall Be Planted Per
    ANA Standards

Streetscape Requirements
1 Tree / 25 LF, 3 Shrubs per Tree

General Requirements
All Landscape Areas Not Covered
by Turf, or Hardscape Shall be
Covered by Approved Inorganic
Groundcover such as D.G. Depth of
Coverage Shall be Indicated on LS

Plan
Groundcover 20% of Area Required
Retention Basins Completely Landscaped
Max. 4:1 Slope in Retention Basins 

PROVIDED

Existing to Remain
Provided
Provided
Provided

12 Trees
6' ht. Min., 2"
Caliper
24.6% (11,270 SF)
Provided

Provided
N/A
Provided
Details will be
Provided with CD
Submittal

Existing to Remain

Nerium oleander 'Petite Pink'
   Petite Pink Oleander

5 Gal. 50

Dalbergia sissoo
   Sissoo

2" Cal. Min., 11' Ht. Min. 2

Ulmus parviflora
Evergreen Elm

2" Cal. Min., 9' Ht. Min. 9

PLANTING LEGEND

ELLIOT ROAD

MORRISON RANCH PKWY

DR19-141 McDonald's - Morrison Ranch
Attachment 4: Landscape
November 6, 2019



H
IG

LE
Y 

R
O

AD

PROP. MCDONALDS
BLDG. SQ. FT: 5,332
EXST. ZONING: SC

FF:88.42

APN: 304-19-017
OWNER: VESTAR LAKEVIEW LLC

PRIVATE DRIVE

APN: 304-19-015
OWNER: VESTAR LAKEVIEW

PADS LLC

AP
N

: 3
04

-1
9-

02
2

O
W

N
ER

: V
ES

TA
R

 L
AK

EV
IE

W
 L

LC

A A

B

B

C C

D

D

PROP. MCDONALD'S
RESTAURANT

FF: 88.42'
HIGLEY ROAD

PRIVATE DRIVE

PROP. MCDONALD'S
RESTAURANT

FF: 88.42'

PROP. MCDONALD'S
RESTAURANT

FF: 88.42'

APN: 304-19-022
OWNER: VESTAR

LAKEVIEW LLC
PROP. MCDONALD'S

RESTAURANT
FF: 88.42'

APN: 304-19-015
OWNER: VESTAR

LAKEVIEW PADS LLC

M
cD

on
al

d'
s 

U
SA

, L
LC

STERLING
MARGETTS

47183

d

Date Signe

...

..

.C

ATE NO

CIFITRE

A
ANOZIR

, U A..S.

s

R

seforPderetsige

ional Engineer (Civi)l

.. ... .. . .. //

E x p i r e 12 / /31 19
s

08 06 19

NORTH

VICINITY MAP
NORTH

DRAINAGE STATEMENT:

NOTES

BENCHMARK

BASIS OF BEARING

FLOOD ZONE

LEGEND

ELLIOT ROAD

MORRISON RANCH PKWY

NORTH

SITE INFORMATION

SECTION A

SECTION B

SECTION C SECTION D

DR19-141 McDonald's - Morrison Ranch
Attachment 5:  Grading and Drainage
November 6, 2019



DR19-141 McDonald's - Morrison Ranch
Attachment 6:  Colors and Materials
November 6, 2019



DR19-141 McDonald's - Morrison Ranch
Attachment 7:  Elevations
November 6, 2019









DR19-141 McDonald's - Morrison Ranch
Attachment 8:  Floor Plans
November 6, 2019
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Calculation Summary

Label CalcType Units
Avg Max

Min Avg/Min Max/Min

PAVED SURFACE READINGS Illuminance
Fc

3.46 7.3 1.0 3.46 7.30

PROPERTY LINE READINGS Illuminance
Fc

3.43 7.5 0.4 8.58 18.75

1.8 1.8 3.0 4.2 6.5 6.9 4.8 3.5 3.4 3.4 4.2 6.2 7.3 5.4 3.8 3.6

1.4 1.6 3.4 3.9 5.9 6.5 4.6 4.4 4.8 4.7 4.5 5.9 7.0 5.2 4.5 5.1

1.2 1.5 2.0 2.7 3.0 3.1 3.8 4.1 3.8 4.3 4.8 4.6 4.1 4.3 4.7 4.3 4.8 5.2

1.1 1.4 1.7 2.1 2.2 2.1 2.2 2.4 2.6 3.1 3.5 3.5 3.0 3.0 3.2 3.4 3.9 4.4

1.2 1.3 1.4 1.5 1.2 1.3 1.4 1.5 1.6 1.8 2.0 2.0 2.0 2.1 2.4 2.9 3.3 3.4

1.5 1.6 1.7 1.6 1.0 1.0 1.1 1.2 1.3 1.7 2.6 2.7 2.9

2.7 2.5 2.5 2.3 2.3 2.7 2.3

4.5 3.3 3.2 2.5 2.3 2.8 2.0

5.9 3.7 2.8 2.0 2.3 2.7 2.1

6.2 3.9 2.6 1.6 2.6 2.5 2.6

5.7 3.9 3.4 2.3 2.8 2.1 2.6

3.9 3.2 3.4 3.1 2.7 2.8 2.4

2.4 2.5 2.8 2.9 2.8 2.8 2.7 2.6 2.9 2.9 2.8 2.7 2.7 2.8 2.7 2.8 2.7 2.5 2.5

1.7 2.1 2.4 2.5 2.6 2.9 3.1 2.3

1.7 2.2 2.5 2.7

2.0 2.7 3.2 3.3 3.4 3.3 3.0 3.7 4.6 4.8 4.4 3.8 3.4 4.1 4.6 4.8 4.1 3.1 2.8 2.8

2.9 3.5 3.8 3.9 4.1 4.1 3.7 4.6 5.8 5.9 5.5 4.5 3.9 5.0 5.7 6.0 5.4 3.9 3.4 3.5

3.9 4.1 4.5 5.1 5.8 6.1 6.1 5.2 4.7 5.6 6.2 5.9 5.6 4.6 4.0 4.2

3.9 3.9 5.2 5.3 5.4 5.6 5.7 5.5 5.4 5.6 5.6 5.5 5.3 5.0 4.6 4.2

3.83.73.74.15.97.55.53.93.53.53.85.37.25.83.83.02.52.42.62.42.32.62.42.22.22.01.4
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DR19-141 McDonald's - Morrison Ranch
Attachment 9:  Lighting
November 6, 2019
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DB3 – Decorative Pole 	 TYPE

4" & 5" ROUND (RD) & FLUTED (FL) DECORATIVE BASE

SPECIFICATIONS 

Base shall be cast aluminum #356 alloy, free 
of any porosity, foreign materials, or cosmetic 
fillers.  Base casting shall be heat treated to a T-6 
condition, and of uniform wall thickness, with no 
warping or mold shifting.

WARNINGS 
Caution must be exercised in the selection of 
a design wind speed when the pole is to be 
installed in a special wind region (as indicated by 
the wind map) or in an area where wind speed is 
unpredictable.

AAL recommends consulting a local engineer 
when the pole is to be installed in an area that 
may be subject to extreme weather and exposure. 
Poles installed on  structures such as buildings 
and bridges may be subjected to vibration, 
oscillations, and other fatigue effects which 
are not covered by the AAL warranty.The use 
of banners or other appendages can severely 
affect the loading of a pole.  No banner or other 
appendage should be attached to an AAL pole 
unless approved by AAL.

If the products are to be used on an existing 
foundation or on other structures, the customer 
assumes all responsibility for the structural 
integrity of the existing foundation, anchorage 
or structures and all the consequences arising 
therefrom.

CAUTION  
Poles should never be erected without the 
luminaire installed. 

Anchor bolts shall be hot dip galvanized steel. Six 
galvanized hex nuts and flat washers, and a bolt 
circle template shall be provided. Anchor bolts 
for poles 14 feet high or less are 3/4” x 24” x 3”. 
Anchor bolt for poles more than 14 feet high are 
1”x 36” x 4”.

CERTIFICATION

Certified UL 1598 in accordance with Article 410 
of ANSI/NFPA 70, National Electrical Code.

JOB

TYPE

NOTES

DB3

1. BASE 2. POLE 3. OAH 4. COLOR 5. OPTIONS/ACCESSORIES

3. OPTIONS / ACCESSORIES
	 AD5 *(Used only with standard AAL arms and post top mount 

fixtures that slip over a 4” O.D. pole. The AD5 is a cast aluminum 
adapter that slips into the arm or over a 5”/125mm O.D. pole.)

	 FH (Flag holder. Specify location on pole)

	 FS1 (Single weatherproof fuse holder.  Fuse by others.)

	 FS2 (Double weatherproof fuse holder.  Fuse by others.)

	 LR ** (Ladder rest. Slips over a 4” O.D. pole.)

	 PCA-T** (Rotatable photocell housing. The housing slips over 
a 4”/100mm O.D. pole. A fixture slips over the 4”/100mm O.D. 
tenon. Includes an internal twist lock receptacle, and an access 
cover with integral lens and stainless steel tether. Adds 5”/125mm 
to the overall height of the pole/fixture assembly. Prewired on the 
load side and line side for easy installation. Photocell by others.)

	 PCR (Low profile twist lock photocell receptacle with cast pole 
cap top. Secures to the top of the pole with three stainless steel 
set screws. Photocell by others.)

	 PLT ** (Plant Hanger.  For 4” O.D. poles. (specify location on pole)

	 RBC (Cast aluminum receptacle housing, integrally welded to 
the pole. Includes a NEC approved clear weatherproof cover. Does 
not include a receptacle or internal wiring.)

 *		 For 5” O.D. Only;  ** For 4” O.D. Only

						     MAXIMUM ALLOWABLE EPA (MPH) 
1. BASE	 2. POLE	 3. OAH	 SHAFT	 WT	 85	 90	 100	 110	 120	 130	 140	 150
	 DB3	 4R10-125	 10’ (3.1m)	 4” RD x .125” 	 73	 19.4	 17.1	 13.5	 10.8	 8.9	 7.4	 6.3	 5.5
	 DB3	 4R12-125	 12’ (3.7m)	 4” RD x .125” 	 77	 15.3	 13.4	 10.5	 8.3	 6.7	 5.6	 4.7	 4.0
	 DB3	 4R14-125	 14’ (4.3m)	 4” RD x .125” 	 81	 12.3	 10.7	 8.2	 6.3	 5.0	 4.1	 3.4	 2.9
	 DB3	 4R16-125	 16’ (4.9m)	 4” RD x .125” 	 84	 10.0	 8.6	 6.4	 4.8	 3.6	 2.9	 2.4	 2.0
	 DB3	 4R10-226	 10’ (3.1m)	 4” RD x .226” 	 85	 23.8	 21.0	 16.7	 13.5	 11.1	 9.3	 8.0	 6.9
	 DB3	 4R12-226	 12’ (3.7m)	 4” RD x .226” 	 92	 19.2	 16.9	 13.3	 10.6	 8.6	 7.2	 6.1	 5.3
	 DB3	 4R14-226	 14’ (4.3m)	 4” RD x .226” 	 98	 15.9	 13.9	 10.8	 8.4	 6.8	 5.6	 4.7	 4.0
	 DB3	 4R16-226	 16’ (4.9m)	 4” RD x .226”	 104 	 12.4	 12.3	 9.4	 7.3	 5.7	 4.7	 4.0	 3.3
	 DB3	 4R18-226	 18’ (5.5m)	 4” RD x .226” 	 110	 11.7	 10.0	 7.5	 5.6	 4.3	 3.5	 2.9	 2.4
	 DB3	 4R20-226	 20’ (6.2m)	 4” RD x .226” 	 116	 9.5	 8.1	 5.9	 4.2	 3.1	 2.4	 1.9	 1.6
	 DB3	 4F10-188	 10’ (3.1m)	 4” FL x .188”	 80	 22.1	 19.5	 15.4	 12.4	 10.2	 8.5	 7.1	 6.1
	 DB3	 4F12-188	 12’ (3.7m)	 4” FL x .188” 	 86	 17.6	 15.4	 12.1	 9.6	 7.7	 6.4	 5.3	 4.4
	 DB3	 4F14-188	 14’ (4.3m)	 4” FL x .188” 	 91	 14.3	 12.5	 9.6	 7.5	 5.9	 4.8	 3.9	 3.2
	 DB3	 4F16-188	 16’ (4.9m)	 4” FL x .188” 	 96	 11.7	 10.1	 7.6	 5.8	 4.4	 3.5	 2.7	 2.2
	 DB3	 4F18-188	 18’ (5.5m)	 4” FL x .188” 	 101	 9.4	 8.0	 5.6	 4.3	 3.1	 2.3	 1.7	 1.2
	 DB3	 4F20-188	 20’ (6.2m)	 4” FL x .188” 	 106	 7.4	 6.2	 4.3	 2.9	 1.9	 1.2	 0.7	 0.4
	 DB3	 5R14-188	 14’ (4.3m)	 5” RD x .188” 	 100	 32.3	 28.5	 22.7	 18.6	 15.5	 13.1	 11.2	 9.6
	 DB3	 5R16-188	 16’ (4.9m)	 5” RD x .188” 	 106	 27.3	 23.9	 19.0	 15.5	 12.8	 10.8	 9.2	 7.9
	 DB3	 5R18-188	 18’ (5.5m)	 5” RD x .188” 	 113	 22.8	 19.8	 15.6	 12.7	 10.5	 8.8	 7.4	 6.4
	 DB3	 5R20-188	 20’ (6.2m)	 5” RD x .188” 	 120	 18.9	 16.4	 12.8	 10.3	 8.5	 7.0	 5.9	 5.0
	 DB3	 5R22-188	 22’ (6.8m)	 5” RD x .188” 	 127	 15.8	 13.5	 10.4	 8.3	 6.8	 5.6	 4.7	 3.9
	 DB3	 5R24-188	 24’ (7.4m)	 5” RD x .188” 	 134	 13.1	 11.1	 8.4	 6.6	 5.3	 4.3	 3.6	 3.0
	 DB3	 5R25-188	 25’ (7.7m)	 5” RD x .188” 	 138	 11.9	 10.0	 7.5	 5.9	 4.7	 3.8	 3.1	 2.5
	 DB3	 5R14-250	 14’ (4.3m)	 5” RD x .250” 	 113	 35.7	 31.5	 25.2	 20.6	 17.2	 14.5	 12.4	 10.7
	 DB3	 5R16-250	 16’ (4.9m)	 5” RD x .250” 	 122	 30.5	 26.8	 21.3	 17.4	 14.5	 12.2	 10.4	 9.0
	 DB3	 5R18-250	 18’ (5.5m)	 5” RD x .250” 	 131	 25.8	 22.5	 17.8	 14.5	 12.0	 10.1	 8.6	 7.3
	 DB3	 5R20-250	 20’ (6.2m)	 5” RD x .250” 	 139	 21.8	 18.9	 14.8	 12.0	 9.9	 8.3	 7.0	 6.0
	 DB3	 5R22-250	 22’ (6.8m)	 5” RD x .250” 	 148	 18.5	 15.9	 12.4	 9.9	 8.1	 6.7	 5.7	 4.8
	 DB3	 5R24-250	 24’ (7.4m)	 5” RD x .250” 	 157	 15.7	 13.4	 10.3	 8.2	 6.6	 5.5	 4.5	 3.8
	 DB3	 5R25-250	 25’ (7.7m)	 5” RD x .250” 	 161	 14.5	 12.3	 9.3	 7.4	 6.0	 4.9	 4.0	 3.4
	 DB3	 5F12-188	 12’ (3.7m)	 5” FL x .188” 	 94	 25.4	 22.3	 17.8	 14.7	 12.1	 10.0	 8.6	 7.2
	 DB3	 5F14-188	 14’ (4.3m)	 5” FL x .188” 	 100	 21.4	 18.7	 14.8	 12.1	 10.0	 8.2	 6.9	 5.8
	 DB3	 5F16-188	 16’ (4.9m)	 5” FL x .188” 	 106	 17.8	 15.5	 12.1	 9.8	 8.0	 6.6	 5.4	 4.5
	 DB3	 5F18-188	 18’ (5.5m)	 5” FL x .188” 	 113	 14.5	 12.5	 9.7	 7.8	 6.3	 5.1	 4.1	 3.3
	 DB3	 5F20-188	 20’ (6.2m)	 5” FL x .188” 	 120	 11.8	 10.0	 7.6	 6.1	 4.8	 3.7	 3.0	 2.3
	 DB3	 5F22-188	 22’ (6.8m)	 5” FL x .188” 	 127	 9.4	 7.9	 5.8	 4.6	 3.9	 2.6	 2.0	 1.4
	 DB3	 5F24-188	 24’ (7.4m)	 5” FL x .188” 	 134	 7.4	 6.1	 4.3	 3.3	 2.4	 1.7	 1.1	 0.6
	 DB3	 5F25-188	 25’ (7.7m)	 5” FL x .188”	 138	 6.6	 5.2	 3.6	 2.7	 1.9	 1.2	 0.7	 0.3
 
Note: Overall height is measured to top of pole. 

2. COLOR 
Standard Color 
WH	 Arctic White 
BL	 Black 
BLT	 Matte Black 
DB	 Dark Bronze 
DGN	 Dark Green 
TT	 Titanium 
WDB	 Weathered Bronze 
MDB	 Bronze Metallic 
VBU	 Verde Blue  
CRT	 Corten 
MAL	 Matte Aluminum  
MG	 Medium Grey 
AGN	 Antique Green 
LG	 Light Grey

Premium Color 
SHK	 Shamrock 
SPP	 Salt and Pepper 
SFM	 Seafoam 
WCP	 Weathered Copper 
RAL	 RAL 4 digit Color 
CUSTOM	 Custom Color
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DB3 – Decorative Pole 	 TYPE

4" & 5" ROUND (RD) & FLUTED (FL) DECORATIVE BASE

DIMENSIONS



S
IT

E
/A

R
E

A

ORDERING INFORMATION

OPTIONS
CHC Copper hood cover. PRMS & PRMN 

only.

BHC Brass hood cover. PRMS & PRMN only.

BPS Brass color painted struts. PRMN only.

CHM Glass chimney, with brass holder. 
PRMS & PRMN only.

LDL Lightly diffused lens

PT5 Post top adaptor for a 5" O.D. pole. 
PRMS & PRMN only.

MAT Cast adapter to mount to a 2 3/8” O.D. 
mast arm. PRMD only.

FTG Flat glass lens in replacement of 
standard acrylic drop lens. PRMD only.

HSS House side shield. 

LDL Lightly diffused lens. 

FTG Clear flat lens. PRMD only.

SCP Programmable motion control, factory 
default is 50%, requires pole.

PCA-C Rotatable photocell housing-
contemporary

EPA-C Egress-contemporary

36"

19"

PRMN
WT: 38 lbs.  EPA: 2.75   IP: 66

Slip over 4" O.D. pole

36"
36"

19"

PRMS
WT: 38 lbs.  EPA 2.75

19"

36"

– –

MODEL
PRMN PromenadeTM

PRMS PromenadeTM

PRMD PromenadeTM

UPGRADE KITS 
PRMN-LK, PRMS-LK, PRMD-LK

Distribution (Class 2, 120 thru 277 volt)�

T2, T3, T4, 
T5, TL, TR

IES Type 2, 3, 4, 5, 45° 
Left, 45° right distribution

Color Temperature

48LED-3K Warm White 3000K diodes

48LED-4K Neutral White 4000K diodes

48LED-5K Bright White 5000K diodes

Ballast/Driver

700 700 milliamp drive current, 
112 watts

450 450 milliamp drive current, 
72 watts

COLOR TEMPERATURE
48LED-3K Warm White, 

3000K output

48LED-4K Neutral White, 
4000K output

48LED-5K Bright White, 
5000K output

DRIVER
120 thru 277 volt

700 700mA drive 
current, 112 watts

450 450mA drive 
current, 72 watts

– – –PRMN/PRMS/PRMD

DISTRIBUTION
T2 Type 2

T3 Type 3

T4 Type 4

T5 Type 5

TL 45º Left

TR 45º Right

Please visit www.aal.net for mounting options.

SCP (Sensor Control Programmable) pole accessory 
is available to provide occupancy detection for 
outdoor applications meeting California Title 24. 
For complete spec sheet and ordering information, 
visit www.aal.net/ products/sensor_control_
programmable/

FIXTURE FINISH
Standard Colors

WH Arctic White

BL Black

BLT Matte Black

DGN Dark Green

DB Dark Bronze

TT Titanium

WDB Weathered Bronze

MDB Metallic Bronze

VBU Verde Blue

CRT Corten

MAL Matte Aluminum

MG Medium Grey

AGN Antique Green

LG Light Grey

Premium Colors
SHK Shamrock

SPP Salt and Pepper

SFM Seafoam

WCP Weathered Copper

RAL Provide a RAL 4 
digit color number

CUSTOM 
COLOR

Please provide 
color chip for 
matching

320

PromenadeTM

PRMN/PRMS/PRMD

DIMENSIONS

•	Features highly efficient, exclusive 
MicroCoreTM technology

•	Upgrade kits available
•	DLC pending
•	Features exclusive LifeShield® 

Protection System
•	0-10v dimming capabilities

•	All cast aluminum construction and 
stainless steel hardware

•	IP66 
•	Powder coat finish in 14 standard 

colors with a polymer primer sealer

PRMD
36” x 19”  DIA

WT: 34 lbs   EPA: 2.10
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TRA6U/TRA6D– Period Pole Mount Arms 	 TYPE

SPECIFICATIONS 

The arm shall be one piece cast aluminum 
construction. The arm shall be prewired with a 
quick connector for easy installation. 

The arm shall have a cast aluminum fitter welded 
to the top of the arm(s) for attaching the fixture. 
The fixture shall be mounted with three stainless 
steel bolts through the top of the arm fitter into the 
fixture. The attachment point shall have a silicone 
pad for sealing the fixture to arm connection. 

The arm shall bolt to a 4"/100mm O.D. pole.  

Note: Fixture type and mounting orientation will determine size 
of arm tail.  

JOB

TYPE

NOTES

TRA6D

1. ARM 2. COLOR

1. ARM 
TRA6U (Mount up. Weight: 9 lbs. EPA: .62) 

TRA6D (Mount down. Weight: 9 lbs. EPA: .62) 

 
7/16"
11mm

3/4"
19mm

9"
225mm 6 5/8"

166mm

3"
75mm

4 1/2"
113mm

19 1/4"
481mm

MTG.HOLES

WIREWAY

15"
375mm

DIMENSIONS

TRA6U (4" or 5" pole)

7/16"
11mm

3/4"
19mm

9"
225mm

6 5/8"
166mm

3"
75mm

4 1/2"
113mm

19 1/4"
481mmMTG.HOLES

WIREWAY

15"
375mm

TRA6D (4" or 5" pole)

2.  COLOR

WH	 Arctic White 
BL	 Black 
BLT	 Matte Black 
DB	 Dark Bronze 
DGN	 Dark Green 
TT	 Titanium 
WDB	Weathered Bronze 

MDB	 Bronze Metallic 
VBU	 Verde Blue  
CRT	 Corten 
MAL	 Matte Aluminum  
MG	 Medium Grey 
AGN	 Antique Green 
LG	 Light Grey 
RAL	 Premium Color 
CUSTOM * * Contact Factory	










